
Technical Data Sheet  

LIGHT & SMOOTH SUPER FILLER 

 
 
 

FURTHER SUPPORT  
 IF YOU NEED FURTHER SUPPORT, PLEASE CONTACT CROMMELIN ON 1800 655 711 – 7 DAYS. 
CROMMELIN IS AN AUTHORISED DISTRIBUTOR OF NORDSJÖ PROFESSIONAL FILLERS IN 
AUSTRALIA.  
ALWAYS READ FULL HEALTH, SAFETY & ENVIRONMENTAL INFORMATION ON PACKAGING BEFORE 
USE.  

APPLICATIONS 

• High performance extra lightweight filler for all general interior and exterior repairs 

• Fills deep cracks and holes up to 10cm in plasterboard, wood, fiber cement, concrete, 

brick and most other common building materials 

• Ideal for over-head applications (non-slump formula) 

 

PRODUCT PROPERTIES 

• Ready to use 

• Will not shrink or sag 

• Super smooth finish. No sanding is required, but can be sanded after 24 hrs. 

• Paintable with all types of paint 

• Maximum layer thickness: 5 cm 

• Maximum depth: 10 cm 

• Quick drying: paint after approx. 2 hours (5 cm layer at 20°C) with water-based paints 

 

INSTRUCTIONS FOR USE 

• Substrate must be clean, dry, dust and grease free.  

• Remove all loose materials.  

• Before application, metal surfaces such as nails and screws should be treated with an 

appropriate rust resistant primer.  

• Stir into a smooth paste (if the ¬filler is too dry, just add a few drops of water). 

• Press filler into hole with a filling knife, smoothing off with a wet filling knife. 

• For holes deeper than 5 cm, apply in layers, with sufficient drying time between the layers. 

• No sanding is required. If sanding, wait 24 hours. Sanding before proper drying will cause 

sandpaper clogging and tearing of the finish.  

• If painting over with an oil-based finish, wait 24 hrs. 

• Must be painted over when used outside (minimum 2 coats). 

• Colour: white 

• Not suitable for drilling 

• Clean tools and hands immediately after use with warm water 

• Do not store or use below 5 ° C. 

 

PACK SIZES 

200 ML – 1 L 


